











DC/DC Converte

1W DC-DC Regulated Single Outpu

FECE€ 1000VDC 1/0 isolation

Internal SMD technology
Built-in EMI filter
Protection: Short circuit
Cooling by free air convection
Non-conductive plastic case
Single in line package

DIP package is available
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

0.77"x 0.28"x 0.4"

r

t

MW

MEAN WELL

1~2W Module Type

2W DC-DC Unregulated Single Output

FECE 3000VDC 1/0 isolation

* Internal SMD technology
Built-in EMI filter
Protection: Short circuit

Cooling by free air convection
Non-conductive plastic case

Single in line package
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

0.77"x 0.28"x 0.4"

Mechanism Pin Configuration - Mechanism Pin Configuration |

| 19.6 (0.77) | Unit: mm(inch) . .
= | 196 (0.77) ‘ Unit: mm(inch)
S| FRONT VIEW Pin No. Output =T
3_8L1 o < 1 +Vout S| FRONT VEW Pi”1N°- C)U\‘/PUt
05(002) 2 -Vin S +Vin
T= | smen 4 -Vout 381(019) 2 -Vin
6 +Vout ﬂ ’%_\ L 5.08 (0.20) 5 -Vout
0B |42 4 8 BOTTOM VIEW 7 +Vout
o 08 14, 5 7 BOTTOM VIEW
Voltage set point accuracy ..... +2% (typical) 1 2005)
Line regulation ...........ccceeens +0.5% (max.) o
Load regulation ..................... +0.5% (max.)@10~100% load Volt { voint 2
o .
EFICIENCY oo 80% (typical) oltage set point accuracy b (max.)
o ) ) Line regulation .................... +1.2% (max.) for 1% input variation
Short circuit protection .......... Continuous, auto-recovery Load Lati 8% 20-100% load
+ ~
Switching frequency ............. 100kHz (min.) E::' EQUIAHON v ;30/" (tma.x.)l@ oloa
1/0 isolation voltage .............. 1000VDC (min.) Sh'c'tenlcy U " b ytp'ca)
1/0 isolation resistance .......... 100MQ (min.) S ?tr hc_lrcil protection ........ 1:01? ary.
Isolation capacitance ............ 80pF (max.) I/VOW'C :n? requljncy """""" 3000VZD((3mm.')
Working temperature ............. -40°C to +70°C (no derating), 85°C@50% load ISo1ation VOTLAge «-..veer-.. (min.)
I/0 isolation resistance ........ 100MQ (min.)
Storage temperature .............. -25°C to +105°C solati ! 800F
Temp. Coefficient .................. £0.03% / °C (max.) solation capacitance ........... pF (max.)
. ) . Working temperature ........... -250C to +60°C (no derating), +71°C@80% load
Case material ..........ccccooeees non-conductive plastic S ) ) 259C to +1050C.
- +
EMI oo Compliance to EN55022 Class B, FCC forage femperature ......... °
Temp. Coefficient ................ +0.03% / °C (max.)
part15 Class B ) ) )
Case material .............cco... non-conductive plastic
EMI o, Compliance to EN55022 Class B, FCC part15
Stock No.  Model No. Input Output Current R&N
(VDC) (VDC) (mA)  (mVp-p) Class B
30441 SPRO1L-05 5£10% 5 200 100
30442 SPROIL-09  5:10% 9 100 100 Stock No.  ModelNo.  |"Put ~ Output  Current — R&N
30443 SPRO1L-12 5+10% 12 84 100 voe) voe) (mA) (mYp-p)
) = 30611 SPU02L-05 5+10% 5 400 100
0
SAL SR eRss 8 el o 30612 SPUO2L-12  5+10% 12 167 100
30613 SPU02L-15 5+10% 15 133 100
30445 SPR0O1M-05 12+£10% 5 200 100
30446 SPROTM-09  12x10% S 100 100 30614  SPUO2M-05  12£10% 5 400 100
0
e SR s i 5 o 30615  SPUO2M-12  12£10% 12 167 100
_ 0
e SRROIH s 9 el L 30616 SPUO2M-15  12+10% 15 133 100
30449 SPRO1N-05 24£10% 5 200 100 30617 SPUO2N-05 24+10% 5 400 100
el SR A . o L 30618 SPUO2N-12  24+10% 12 167 100
RGNS el 12 = o 30619 SPUO2N-15  24:10% 15 133 100
30452 SPRO1N-15 24£10% 15 67 100
Who can provide you better services and be a trustworthy
30453  SPRO10-05  48+10% 5 200 100 PEEIEL T G [FoeEr  esiy ,
— "MEAN WELL" tries to be —
30454 SPR010-09 48+10% 9 100 100
30455 SPR010-12 48+10% 12 84 100 @ Products —
30456 SPR0O10-15  48+10% 15 67 100 DLl el DTzl S SRl




DC/DC Converter :-3w moduie Type

2~3W DC-DC Regulated Single Output 3W DC-DC Regulated Single and Dual Output
+ 2:1 wide input range + 2:1 wide input range
F@c € + 4:1 wide input range (option) F@c E + 4:1 wide input range (option)
for SPAQ2 1000VDC 1/0 isolation

1000VDC 1/0 isolation . ) )
3000VDC 1/0 isolation (option) gg?l?\i’r?(é“;’loﬂits:r'a“°" (option)

for SPA02
Built-in remote ON/OFF control Protection: Short circuit / Overload
Cooling by free air convection

Built-in EMI filter
Protection: Short circuit / Overload Five-sided shield metal case
100% full load burn-in test

Cooling by frlee air cqnvection
Non-conductive plastic case « Low cost, high reliability
100% full load burn-in test * 2 years warranty

Single in line package 1.25"x 0.8"x 0.48"
Modified models available: N T - B == = B TP
output 3.3V / 9V Mechanism Pin Configuration

0.86"x 0.36"x 0.44"

+ 2 years warranty Unit: mm(inch)
Mechanism Pin Configuration 03080 | *8 <0-18J1 0601100024 | | 38(0.15) Sutput
}———‘ Pin No. -
. ) Single | Dual
Unit: h
21.8(0.86) nit: mm(inch) 02 20 7*‘_\.;., 283 -Vin -Vin
Pin No. Output 02 30 — I = 9 NC COM
0 3 1 Vin BOTTOM VIEW g § 254(0.1) 1 NC | -Vout
002 F|  FRONT VIEW =| = 50802
0.5 +0.05(0.02) = SRR AL = 2 *Vin = c v 14 +\\/IOUt +V0’tl/|t
+0, T HEOBH H H H | 3.81:0.5(0.15) 3 RC ot6 . S| l | 6 R O.Ut CO.
2.54(0.1) ‘(o'z) ‘7 5 N'C. . ., | 22823 +Vin | +Vin
17.78(0.7 il | {
6 +Vout 15.2 (0.60) 12.2(0.48) F
g 7 -Vout
[ s BOTTOM VIEW i
32009 [ ] 3 8 N.C. Voltage set point accuracy .......... +2% (max.)
zowm Line regulation ..............ccoovenn.n. +0.5% (max.)
Load regulation ...........ccceeeiiiinn £0.5% (max.)@10~100% load
Voltage set point accuracy .......... +2% (max.) EFfiCIENCY v 82% (typical)
Line regulation ..., £0.5% (max.) Short circuit protection ................ Continuous, auto-recovery
Load regulatlon .......................... +0.5% (max.)@10~100% load Overload protection .................... 160~250% auto-recovery
S . ) ;
Efficiency .............. RGNS 82% (typical) 1/0 isolation voltage ................... 1000VDC (min.)
Short circuit protection .... ...Continuous, auto-recovery /0 isolation resistance 100MQ (min.)@ 500VDC
Overload protection ................... 150%~250%, auto-recovery ) LT '
Switching frequency 100KHz (min.) Isolation capacitance .................. 80pF (max.)
ETTTTOTTPRRR . ) Py o .
1/0 isolation voltage .............. 1000VDC (min.) Working temperature .................. 25°C to +60°C (no derating),
1/0 isolation resistance ............... 100MQ (min.) +71O C@s0% I(;ad
Isolation capacitance .................. 80pF (max.) Storage temperature ................. -25 Coto +O105 C
Working temperature ................. -40°C to +70°C (no derating), Temp. Coefficient ....................... +0.03% / °C (max.)
+85°C@50% load Case material ..............oceeeen, Five-sided shield metal case
Storage temperature ___________________ -25°C to +105°C EMI o Compliance to EN55022 Class B,
Temp. Coefficient .. 20.03% / °C (max.) FCC part15 Class B
Case material .......... non-conductive plastic < Single Output
EMI Compliance to EN55022 Class B,

Input Output Current R&N

FCC part15 Class B . .
p Stock No Model No (VDC) (VDC) (mA) Gt
Stock No.  Model No Input -~ Output  Current  R&N 30461  SCWO3A-05  9~18 5 600 50
: ; (VDC) (vDC) (mA)  (mVp-p) P
i e S S 2 SCWOSAZ =18 122060
SRE SEee fep - 0 a0 30463  SCWO3A-15 9~18 15 200 60
30664  SPA02A-05 9~18 5 400 60 30464  SCWO3B-05 18~36 5 600 50
ggggg ggﬁggﬁz 3”12 12 1;3; gg 30465  SCWO03B-12 18~36 12 250 60
-15 ~ 5
SRy T - e o 30466  SCWO03B-15 18~36 15 200 60
30668  SPA02B-12 18~36 12 167 60 30467  SCWO03C-05 36~72 5 600 50
30669 SPA02B-15  18-36 15 133 60 30468  SCW03C-12  36~72 12 250 60
30670  SPA02C-05  36~72 5 400 60
e By T e e o 30469  SCW03C-15 36~72 15 200 60
30672  SPA02C-15  36~72 15 133 60 +Dual Output
Input Output Current R&N
Input Output Current R&N Stock No. Model No. P P

ey Ll (VDC) (VDC) (mA)  (mVp-p) (vbc)  (vDC) (mA)  (mVp-p)
30681  SPBO3E-05 4.5~9 5 600 50 30481  DCWO03A-05 9~18 5 +300 50
30682 SPBO3E-12  4.5~9 12 250 60 30482 DCWO03A-12 9~18 +12 +125 60
30683  SPBO3E-15 4.5~9 15 200 60
30684 SPB03A-05 9~18 5 600 50 30483 DCWO03A-15 9~18 +15 +100 60
30685  SPBO3A-12 9~18 12 250 60 30484  DCWO03B-05 18~36 5 +300 50
30686 SPBO3A-15  9-~18 15 200 60 30485  DCWO3B-12  18~36 +12 +125 60
30687  SPB03B-05 18~36 5 600 50
30688 SPB03B-12 18~36 12 250 60 30486 DCWO03B-15 18~36 +15 +100 60
30689  SPB03B-15 18~36 15 200 60 30487  DCWO03C-05 36~72 5 +300 50
30690 SPBO3C-05  36-72 5 600 50 30488 DCWO03C-12  36~72 +12 +125 60
30691  SPB03C-12  36~72 12 250 60

30692 SPB03C-15 36~72 15 200 60 30489 DCWO03C-15 36~72 +15 +100 60




DC/DC Converter

5W Module Type

MW

MEAN WELL

5~6W DC-DC Regulated Single and Dual Output

FECe

1.25"x 0.8"x 0.48"

2:1 wide input range

4:1 wide input range(option)
1000VDC I/0 isolation
3000VDC 1/0 isolation(option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Five-sided shield metal case
100% full load burn-in test
Low cost, high reliability

2 years warranty

5W DC-DC Regulated Single and Dual Output

FECe

2"x 1"x 0.44"

2:1 wide input range

4:1 wide input range(option)
1000VDC I/0 isolation
3000VDC 1/0 isolation(option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case
100% full load burn-in test
Low cost, high reliability

2 years warranty

Unit: mm(inch)
Unit: mm(inch) 1107
16.3 203 152 ; . Output
20.3(0.80) 4'6‘0'187 06+0.11000024) | | 38(0.15) o N Output } F g - Pin No. I"ginole | Dual
'—4 " | Single | Dual = ° 1 +Vin | +Vin
. v PN 233 -Vin_| -Vin g 2 o1 3 g 2 Vin | -Vin
o 30 R ‘L—Ef 9 NC COoM z Eh o 40 ~ 3 +Vout | +Vout
= ® " 1 NC | -Vout & g 5 2 4 No Pin | COM
Q g 2.54(0.1) 2
sorrom view| £ 2 sss02) 14 +Vout | +Vout BOTTZ’;"S ;"OEOW ° - 5 -Vout_| -Vout
2 - [ 16 Vout | COM 1 8200 ST Lse
ote % 22823 +Vin +Vin
o14 1 “—E
Voltage set point accuracy ...x2% (max.)
15.2 (0.60) 2(048) . :
F Line regulation ................... £0.2% (max.)
Voltage set point accuracy .......... +2% (max.) Lo"_id. regulation .................. £0.5% (max.)@10~100% S
Line regulation ............c..ccooenn.. +0.5% (max.) Efficiency ..o 85% (typical)
Load regulation ...........c.cccccevn.... +0.5% (max.)@20~100% load Short circuit protection ...... continuous, auto-recovery
Efficiency 85% (typical) Overload protection ........... 160~250%, auto-recovery

Short circuit protection
Overload protection
I/0 isolation voltage
I/0 isolation resistance
Isolation capacitance
Working temperature

Storage temperature
Temp. Coefficient
Case material ....

< Single Output

Stock No. Model No.
30541 SCWO05A-05
30542 SCWO05A-09
30543 SCWO05A-12
30544 SCWO05A-15
30545 SCW05B-05
30546 SCW05B-09
30547 SCWO05B-12
30548 SCWO05B-15
30549 SCW05C-05
30550 SCW05C-09
30551 SCW05C-12
30552 SCW05C-15

< Dual Output

Stock No. Model No.
30561 DCW05A-05
30562 DCW05A-12
30563 DCWO05A-15
30564 DCW05B-05
30565 DCW05B-12
30566 DCW05B-15
30567 DCW05C-05
30568 DCW05C-12
30569 DCW05C-15

continuous, auto-recovery
150~250%), auto-recovery
1000VDC (min.)

100MQ (min.)@ 500VDC
80pF (max.)
-25°C to +60°C (no derating),

+71°C@80% load

-25°C to +105°C

...... +0.03% / °C (max.)
Five-sided shield metal case
Compliance to EN55022 Class B,

FCC part15 Class B

Input Output Current
(VvDC) (VvDC) (mA)
9~18 5 1000
9~18 9 556
9~18 12 470
9~18 15 400
18~36 5 1000
18~36 9 556
18~36 12 470
18~36 15 400
36~72 5 1000
36~72 9 556
36~72 12 470
36~72 15 400
Input Output Current
(VDC) (VDC) (mA)
9~18 15 +500
9~18 +12 +230
9~18 +15 +190
18~36 15 +500
18~36 +12 +230
18~36 +15 +190
36~72 15 +500
36~72 +12 +230
36~72 +15 +190

R&N
(mVp-p)
50

60
60
60
50
60
60
60
50
60
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

I/0 isolation voltage
I/0 isolation resistance
Working temperature
Storage temperature

1000VDC (min.)
100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@80% load

-25°C to

+105°C

Temp. Coefficient ............... +0.03% / °C (max.)
Six-sided shield metal case

Compliance to EN55022 Class B,
FCC part15 Class B

Case material

<+ Single Output

Stock No.
30501
30502
30503
30504
30505
30506
30507
30508
30509
30510
30511
30512

Model No.
SLWO05A-05
SLW05A-09
SLW05A-12
SLWO05A-15
SLW05B-05
SLW05B-09
SLW05B-12
SLW05B-15
SLW05C-05
SLW05C-09
SLW05C-12
SLW05C-15

< Dual Output

Stock No.

30521
30522
30523
30524
30525
30526
30527
30528
30529

Model No.

DLWO05A-05
DLWO05A-12
DLWO05A-15
DLW05B-05
DLWO05B-12
DLW05B-15
DLW05C-05
DLW05C-12
DLWO05C-15

Input Output Current R&N
(VOC)  (VDC)  (mA)  (mVp-p)
9~18 5 1000 50
9~18 9 556 60
9~18 12 417 60
9~18 15 333 60
18~36 5 1000 50
18~36 9 556 60
18~36 12 417 60
18~36 15 333 60
36~72 5 1000 50
36~72 9 556 60
36~72 12 417 60
36~72 15 333 60
Input Output Current R&N
(vDC) (vDC) (mA)  (mVp-p)
9~18 D) +500 50
9~18 +12 +208 60
9~18 +15 +167 60
18~36 E=5) +500 50
18~36 +12 +208 60
18~36 +15 +167 60
36~72 +5 +500 50
36~72 +12 +208 60
36~72 +15 +167 60



DC/DC Converter

8~10W Module Type

MW

MEAN WELL

8W DC-DC Regulated Single and Dual Output

FECe

1.25"x 0.8"x 0.48"

+ 2:1 wide input range
+ 1000VDC 1/0 isolation
Built-in EMI filter

Protection: Short circuit / Overload

Cooling by free air convection
Five-sided shield metal case
100% full load burn-in test
Low cost, high reliability
2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
20.3(0.80) 46(0181 0.6+0.1/-0(0.024) 3.8(0.15) . QOutput
Pin No
Single | Dual
o5 20 283 -Vin -Vin
02 30 _ = 9 NC COM
g| 2 2si01) 11 NC [ -Vout
BOTTOM VIEW =| = 508(02) 14 +Vout | +Vout
2 - J7 16 -Vout | COM
e 9" 22823 | +Vin | +Vin
TM 1 “_E
15.2 (0.60) 122 (0.48) LP
Voltage set point accuracy .......... +2% (max.)
Line regulation .............cccoeeiiiiis +0.5% (max.)
Load regulation ...........cooceevnnnnnnn. +0.5% (max.)@20~100% load
Efficiency ... 81% (typical)

Short circuit protection ...

Overload protection

1/0 isolation voltage .......

1/0 isolation resistance
Isolation capacitance
Working temperature

Storage temperature

Case material

+ Single Output

Stock No.

30621
30622
30623
30624
30625
30626
30627
30628
30629

Model No.

SCWO08A-05
SCWO08A-12
SCWO08A-15
SCW08B-05
SCW08B-12
SCW08B-15
SCW08C-05
SCW08C-12
SCW08C-15

< Dual Output

Stock No.

30631
30632
30633
30634
30635
30636
30637
30638
30639

Model No.

DCWO08A-05
DCWO08A-12
DCWO08A-15
DCWO08B-05
DCW08B-12
DCWO08B-15
DCW08C-05
DCW08C-12
DCWO08C-15

continuous, auto-recovery

............ 110~250%, auto-recovery

1000VDC (min.)

............ 100MQ (min.)@ 500VDC
............ 250pF (max.)

+71°C@80% load
............ -25°C to +105°C
Temp. Coefficient ........ccccoeeeeeennn. +0.03% / °C (max.)

FCC part15 Class B

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Output

(VDC)
5
12
15
5
12
15
5
12
15

Output
(VDC)
15
+12
+15
15
+12
+15
15
+12
+15

-25°C to +60°C (no derating),

Five-sided shield metal case
Compliance to EN55022 Class B,

Current

(mA)
1600
670
533
1600
670
533
1600
670
533

Current

(mA)
+800
+335
+267
+800
+335
+267
+800
+335
+267

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

10W DC-DC Regulated Single and Dual Output

FECe

2"x 1"x 0.44"

+ 2:1 wide input range

* 4:1 wide input range(option)
1000VDC 1/0 isolation
3000VDC 1/0 isolation (option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
1.27
) Output
(0.44)
)l i T i L H Pin No. Single | Dual
R 1 +Vin +Vin
8| I o1 S 2 -Vin_ [ -Vin
3| e 0s e sl 3 +Vout | +Vout
&g 5 4 No Pin | COM
2 BOTTOM VIEW °
[ 50.8 (2.00) J 5 -Vout | -Vout
Voltage set point accuracy ...+2% (max.)
Line regulation ................... +0.3% (max.)
Load regulation ................. +0.5% (max.)@10~100% load
Efficiency ....ccooooeviiiiii 85% (typical)

Short circuit protection
Overload protection
I/0 isolation voltage
I/0 isolation resistance
Working temperature
Storage temperature

continuous, auto-recovery

160~250%, auto-recovery

1000VDC (min.)

100MQ (min.)@ 500VDC

-25°C to +60°C (no derating), +71°C@80% load
-25°C to +105°C

Temp. Coefficient ................ +0.03% / °C (max.)

Case material

<+ Single Output

Stock No.

30081
30082
30083
30084
30085
30086
30087
30088
30089
30090
30091
30092

Stock No.

30101
30102
30103
30104
30105
30106
30107
30108
30109
30110
30111
30112

Model No.

SKE10A-05
SKE10A-12
SKE10A-15
SKE10A-24
SKE10B-05
SKE10B-12
SKE10B-15
SKE10B-24
SKE10C-05
SKE10C-12
SKE10C-15
SKE10C-24

< Dual Output

Model No.

DKE10A-05
DKE10A-12
DKE10A-15
DKE10A-24
DKE10B-05
DKE10B-12
DKE10B-15
DKE10B-24
DKE10C-05
DKE10C-12
DKE10C-15
DKE10C-24

Six-sided shield metal case
Compliance to EN55022 Class B,
FCC part15 Class B

Input Output Current R&N
(VDC) (VDC) (mA) (mVp-p)

9~18 %) 2000 50
9~18 12 840 60
9~18 15 666 60
9~18 24 420 80
18~36 5 2000 50
18~36 12 840 60
18~36 15 666 60
18~36 24 420 80
36~72 ) 2000 50
36~72 12 840 60
36~72 15 666 60
36~72 24 420 80

Input Output Current R&N
(VDC) (vDC) (mA)  (mVp-p)

9~18 +5 +1000 50
9~18 +12 +420 60
9~18 +15 +333 60
9~18 +24 +210 80
18~36 +5 +1000 50
18~36 +12 +420 60
18~36 +15 +333 60
18~36 +24 +210 80
36~72 +5 +1000 50
36~72 +12 +420 60
36~72 +15 +333 60
36~72 +24 +210 80



DC/DC Converter

MW

12~15W Module Type

12W DC-DC Regulated Single and Dual Output

F@C E + 2:1 wide input range

+ 1500VDC 1/0 isolation

+ Built-in remote ON/OFF control

* Built-in EMI filter

+ Protection: Short circuit / Overload

+ Cooling by free air convection

+ Five-sided shield metal case

*+ 100% full load burn-in test

* Low cost, high reliability

+ Modified models available:
output 2.5V / 3.3V

+ 2 years warranty

Mechanism Pin Configuration

1.25"x 0.8"x 0.48"

15W DC-DC Regulated Single and Dual Output

F@c E + 2:1 wide input range

* 4:1 wide input range(option)
1000VDC 1/0 isolation

3000VDC 1/0 isolation (option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

.

2"x 1"x 0.44"

Unit: mm(inch) Unit: mm(inch)
8(0. . ) 162 127
203(0.80) 46@1&41 0.6+0.1/-0 28019 . Output } - + 2 + 4m Pin No Output
(0.024) Pin No. Single | Dual o " | Single | Dual
o 20 1 1 RC | RC ps 2° 3 1 +Vin_| +Vin
oz 30 | T 283 Vin_| -Vin = o1 e 2 -Vin_| -Vin
BOTTOM VIEW g| S 254(0.1) 9 NC | COM © o2 ‘o o 3 +Vout | +Vout
= 50602) 11 NC | -Vout S 5o p 4 No Pin | COM
= - J7 14 +Vout | +Vout - BOTTOM VIEW @ 5 -Vout | -Vout
o6 90 © o J{ ‘»58
16 -Vout | COM 0.23
o14 1 L - - .23)
\ =] 22823 +Vin | +Vin
M—Mz 060 122(04) - Voltage set point accuracy ... 2% (max.)
: . .
Voltage set point accuracy ...+2% (max.) Line regulation .................... +0.2% (max.)
Line regulation £0.5% (max.) Load regulation ................... +0.5% (max.)@10~100% load
L . .
Load regulation .................. +0.5% (max.)@20~100% load Efficiency ... 82% (typical)

Efficiency
Short circuit protection

Overload protection

1/0 isolation voltage

1/0 isolation resistance ..

Working temperature
Storage temperature

..... 83% (typical)
..... 1500VDC (mi

n.)

Temp. Coefficient ................ +0.03% / °C (max.)

Case material

+ Single Output

Stock No. Model No.
30641 SCW12A-05
30642 SCW12A-12
30643 SCW12A-15
30644 SCW12B-05
30645 SCW12B-12
30646 SCW12B-15
30647 SCW12C-05
30648 SCW12C-12
30649 SCW12C-15

< Dual Output

Stock No. Model No.
30651 DCW12A-05
30652 DCW12A-12
30653 DCW12A-15
30654 DCW12B-05
30655 DCW12B-12
30656 DCW12B-15
30657 DCW12C-05
30658 DCW12C-12
30659 DCW12C-15

FCC part15 Class A

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Output
(VvDC)
5

12
15
5

12
15
5

12
15

Output
(VvDC)
15

12
15
+5
+12
+15
+5
+12
15

continuous, auto-recovery
110~180%, auto-recovery

100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@60% load
-25°C to +105°C

Five-sided shield metal case
Compliance to EN55022 Class A,

Current
(mA)
2400

1000
800
2400
1000
800
2400
1000
800

Current
(mA)
+1200

+500
+400
+1200
+500
+400
+1200
+500
+400

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

Short circuit protection .........
Overload protection
1/0 isolation voltage

1/0 isolation resistance

Working temperature
Storage temperature

continuous, auto-recovery

1000VDC (m

in.)

110~250%, auto-recovery

100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@80% load

-25°C to +10

5°C

Temp. Coefficient ............... +0.03% / °C (max.)

Case material

Six-sided shield metal case
Compliance to EN55022 Class B,

Output
(VDC)
3.3

5
12
15
3.3

5
12
15
3.3

5
12
15

Output
(VvDC)
15

I+
o

EMU oo,
+ Single Output FCC part15 Class B
Stock No.  Model No. ('\'}B‘(‘:‘)

30581  SKA15A-033  9~18
30582  SKA15A-05 9~18
30583  SKA15A-12 9~18
30584  SKA15A-15 9~18
30585  SKA15B-033  18~36
30586  SKA15B-05 18~36
30587  SKA15B-12 18~36
30588  SKA15B-15 18~36
30589  SKA15C-033  36~72
30500  SKA15C-05 36~72
30501  SKA15C-12 36~72
30502 SKA15C-15 36~72

<+ Dual Output

Stock No.  Model No. ('\';g‘(‘:‘)
30601  DKA15A-05 9~18
30602  DKA15A-12 9~18
30603  DKA15A-15 9~18
30604  DKA15B-05 18~36
30605  DKA15B-12 18~36
30606  DKA15B-15 18~36
30607  DKA15C-05  36~72
30615  DKA15C-12  36~72
30609  DKA15C-15  36~72

+
-
o N

Current
(mA)
3000
3000
1250
1000
3000
3000
1250
1000
3000
3000
1250
1000

Current
(mA)
+1500
+625
+500
+1500
+625
+500
+1500
+625
+500

R&N
(mVp-p)
50

50
60
60
50
50
60
60
50
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60



DC/DC Converter 1s-3ow moduie Type

15W DC-DC Regulated Single and Dual Output  25~30W DC-DC Regulated Dual and Triple Output

F@c E + 2:1 wide input range F@c E + 2:1 wide input range

* 4:1 wide input range(option) + 4:1 wide input range(option)

1000VDC I/0 isolation 1000VDC /0 isolation

3000VDC 1/0 isolation(option) Built-in remote ON/OFF control

Built-in EMI filter Built-in EMI filter

Protections: Short circuit / Overload Trimming output (£10%) for dual output
Cooling by free air convection Protections: Short circuit / Overload
Six-sided shield metal case Cooling by free air convection

100% full load burn-in test Six-sided shield metal case

2'x 2"x 0.43" 2"x 2" 0.82" |
— Low cost, high reliability o 100% full Iqad bur.n m.test
Low cost, high reliability

" 2 years warranty + 2 years warranty

Mechanism Pin Configuration - . . ;
Unit: mm(inch Mechanism Pin Configuration
508 (2.00) ss02° e Mm{inch)
7

. Output Unit: mm(inch)
20.30 (.800) [15.2 (.598) . i
_ ’. Pin No. Single | Dual [‘M“ 1.0 $+0.21-0.1 208 Pin N Output
g 2 1 +Vin_| +Vin S —— p °[ Dual | Triple
= E 3-o —= 2 -Vin -Vin 5 6 7 8 1 R.C R.C
s/ & 4 b |88 2 JVqut *rCVcc)JRJAt i _ 2 | NoPin | No Pin
Bl g h & o Pin BOTTOM = SIDE | £ 3 -Vin -Vin
g 5- 5 -Vout | -Vout VIEW g VIEW | = 4 +Vin +Vin
2 | sotToM VvEW 12.7(0.50) g s 5 +Vout | +Vout
1.0¢+0.2/-0.1 6 COM +5V
4 3 21
; 0 Par— — 7 -Vout COM
V.oltage set P0|nt accuracy ...+2% (max.) L L — 5 TRIM Vout
Line regulation ................... +0.3% (max.) |-22:9(0.90) 1524 (050 25(0.10) ———1-58(023)
Load regulation ................. +0.5% (max.)@10~100% load 05200
Efficiency ....coooeeeeiiinin 85% (typical) Voltage set point accuracy .... +2% (max.)
Short circuit protection ........ continuous, auto-recovery Line regulation .................... +0.5% (max.) for dual output;
Overload protection ............. 160~250%, auto-recovery +1% (max.) for triple output
I/0 isolation voltage ............ 1000VDC (min.) Load regulation ................... +0.5% (10%~full load)(Dual)
I/0 isolation resistance ....... 100MQ (min.)@ 500VDC +5% (20%~full load)(Triple)
Working temperature ........... -25°C to +60°C (no derating), +71°C@80% load EFficiency .ooovvevvveiiieciieen, 83% (typical)
Storage temperature ........... -25°C to +105°C Short circuit protection ......... continuous, auto-recovery
Temp. Coefficient ............... +0.03% / °C (max.) Overload protection .............. 110~250%, auto-recovery
Case material ..............c...... Six-sided shield metal case I/0 isolation voltage ............. 1000VDC (min.)
EMI Compliance to EN55022 Class B, I/0 isolation resistance ......... 100MQ (min.)@ 500VDC
+ Single Output FCC part15 Class B Working temperature ............ -25°C to +71°C (no derating), +85°C@60% load
r— p— = n = Storage temperature ............ -40°C to +105°C
npu utpu urren s
Stock No. Model No. (VDC) (VDC) (mA) (mVp-p) Temp. Coefflment ................. 1.0.03.‘% / OCl(max.)
30121 SKE15A-05 9~18 5 3000 50 Case material ...............cc... Six-sided shield metal case
30122 SKE15A-12 9~18 12 1250 60 EMI Compliance to EN55022 Class B,
30123 SKE15A-15 9~18 15 1000 60 . FCC part15 Class B
# Dual Output
30124 SKE15A-24 9~18 24 625 80 — Bt B n R&N
) - npu utpu urren
30125 SKE15B-05 18~36 5 3000 50 Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
30126 SKE15B-12 18~36 12 1250 60 30161 DKA30A-05 9~18 +5 +2500 100
30127 SKE15B-15 18~36 15 1000 60 30162  DKA30A-12 9~18 +12 +1250 100
30128  SKE15B-24 18~36 24 625 80 30163  DKA30A-15 9~18 +15 +1000 100
30129 SKE15C-05 36~72 5 3000 50
30130 SKE15C-12 36~72 12 1250 60 30164  DKA30B-05 18~36 +5 +2500 100
30131 SKE15C-15 36~72 15 1000 60 30165  DKA30B-12 18~36 +12 +1250 100
30132 SKE15C-24 36~72 24 625 80 30166  DKA30B-15 18~36 +15 +1000 100
#Dual Output 30167  DKA30C-05  36-72 %5 2500 100
Stock No.  Model No. Input ~ Output  Current  R&N 30168  DKA30C-12 36~72 +12 +1250 100
(vDC) (vDC) (mA) (mVp-p)
30141 DKE15A-05 9~18 +5 +£1500 50 30169 DKA30C-15 36~72 +15 +1000 100
30142 DKE15A-12 9~18 12 625 60 ——
< Triple Output
30143 DKE15A-15 9~18 15 +500 60 Input Outout c ¢ R&N
npu utpu urren
30144 DKE15A-24 9~18 +24 +313 80 Stock No. Model No. (VDC) (vDC) (mA) (mVp-p)
30145 DKE15B-05 18~36 15 +1500 50 30191 TKA30A-B 9~18 +5/+£12 3500/ £310 100
30146 DKE15B-12 18~36 12 +625 60 30192 TKA30A-C 9~18 +5/£15 3500/ £250 100
30147 DKE15B-15 18~36 +15 +500 60
30148 DKE15B-24 18~36 +24 1313 80 30193 TKA30B-B 18~36 +5/+12 3500/ 310 100
30149 DKE15C-05 36~72 15 +1500 50 30194 TKA30B-C 18~36 +5/£15 3500/ £250 100
30154 DKE15C-12 36~72 12 625 60
30151 DKE15C-15 36~72 +15 +500 60 30195 TKA30C-B 36~72 +5/ 412 3500/ 310 100
30152 DKE15C-24 36~72 +24 1313 80 30196 TKA30C-C 36~72 +5/+15 3500/ +250 100




DC/DC Converter

Module Type / On Board Type

30W DC-DC Regulated Single Output

+ 2:1 wide input range

1000VDC 1/0 isolation

Built-in remote ON/OFF control

Built-in EMI filter

Trimming output (£10%)

Protections: Short circuit / Overload
| Over voltage

Cooling by free air convection

Compact size, high efficiency

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

2"x 2"x 0.63"

5W DC-DC Regulated Single Output

CBC¢

+ 4:1 wide input range

1000VDC 1/0 isolation

Built-in EMI filter

Protections: Short circuit / Overload /

Over voltage
Built-in remote ON/OFF control
Cooling by free air convection
100% full load burn-in test
Low cost, high reliability

1.6"x 1"x 0.327"

+ 2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
Mechanism Pin Configuration _ e _
‘ 50.8 } ynit:mm _ i‘—ﬂmm“) 3 Pin No. Output
508508508 2286 16.0 . s e & & 1 +INPUT
. — ‘ | Pin No. Output g|& ~
:’ l_i_q}_e; I y Vin i {Lz 2 2 -INPUT(GND)
e 2 -Vin g iy g 3 +Vout
DIA Tmm 3 No Pin 4 -Vout
o BOTTOM SIDE | 4 |Control ONJOFF _ s 2 CONTROL
= VIEW | 2 : o B
o VIEW 3 5 No Pin 3 [
6 +Vout s
7 -Vout 0.64mm square pins lUJ
giéigig _ 8 TRIM
TR ETTET] J 48(p) Voltage set point accuracy ...+2.0% (max.)
Line regulation ................... +1.0% (max.)
Voltage set point accuracy ...+2% (max.)(+3% for 3.3VDC models) Load regulation .................. +1~+2% (max.)@10%~full load
Line regulation ................... +1% (max.) EFfICIENCY ©ovvvvrverreererrren, 85% (typical)
Load regulation .................. +1% (max.) @10%~full load Short circuit protection ........ continuous, auto-recovery
) o —— i
Overload protection ............ Over 105% power limiting, auto-recovery Overload protection ........... over 105% power limiting, auto-recovery
Over voltage protection ....... 115~150% rated output voltage . .
o ) ) I/0 isolation voltage ............ 1000VDC
Efficiency (typical) .............. 80% for 12V input 10 isolation resist 100M0 (min 1@ 500VDG. 25°C 70% RH
83% for 24V input isolation resistance ........ (min.)@ , b
) P o .
85% for 48V input Working temperature ........... 25°C to +70°C (refer to output derating curve)
1/0 isolation voltage ............ 1000VDC(min.) Storage temperature ........... -40°C to +85°C
110 isolation resistance ...... 100MQ(min.) @500VDC Temp. Coefficient ............... +0.03% / °C (0~60°C)
Working temperature .......... -25°C to +85°C(refer to output derating curve) ~ Safety standards ................. IEC60950-1 CB approved by TUV
Storage temperature ........... -25°C to 85°C EMC standards ................... EN55022 Class B, EN61000-4-2,3,4,5,6,8
Safety standards ................ Design refer to UL1950, TUV EN60950 Packing .......ccooiiiiiiiiines 0.007kg ; 700pcs / 5.9kg / 0.97CUFT
Case Material .................... Six-sided shield metal case
. Input Output Current R&N
EMI e Compliance to EN55022 class B Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
Packing .....cccooeevviiiiiinininn 0.1kg ; 150pcs / 15.8kg / 0.97CUFT
31101 NSD05-12S3 9.2~36 3.3 1200 75
Stock No.  Model No. ('cgl:) ?\l/llthCu)t CU(Z;M (mRVin) 31102 NSD05-1285  9.2~36 5 1000 75
30171 SDM30-1253 9-18 33 5.0 75 31103 NSD05-12S12 9.2~36 12 420 75
30172 SDM30-1255 9~18 5 5.0 75 31104 NSD05-12S15 9.2~36 15 330 75
30173 SDM30-12512  9~18 12 21 100 31105 NSD05-48S3 18~72 3.3 1200 75
30174 SDM30-12515  9~18 15 17 100 31106 NSD05-48S5 18~72 5 1000 75
30175 SDM30-24S3 18~36 33 5.0 75 31107 NSD05-48S12 18~72 12 420 75
30176 SDM30-24S5 18~36 5 5.0 75 31108 NSD05-48S15 18~72 15 330 75
30177 SDM30-24S12  18~36 12 2.5 100
We prvide specification, drawing, test report and more
30178 SDM30-24S15  18~36 15 2.0 100 information, please visit our website —
30179 SDM30-4883  36~72 3.3 5.0 75 — http://www.meanwell.com
30180 SDM30-48S5 36~72 5 5.0 75 48hrs delivery—
30181 SDM30-48S12  36~72 12 25 100 We keep enough stock for 95% of standard models at our
=iz 2400m? warehouse. We can arrange prompt delivery within
30182 SDM30-48S15  36~72 15 2.0 100 48hrs.




DC/DC Converter

MW

10~15W On Board Type

10W DC-DC Regulated Single and Dual Output

cﬂus c € * 4:1 wide input range

1000VDC /0 isolation

Protections: Short circuit / Overload /
Over voltage

Built-in EMI filter

Built-in remote ON/OFF control

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

*+ 2 years warranty

Mechanism Pin Configuration

2"x 1"x 0.394"

Unit: mm(inch)
§ :|_‘ ﬂ‘ »ﬂﬂmwonﬂ\‘ g Pin No. outpet
ST 1 +SI;\lnF?llJeT +Iill:3aL|JT
] DD EA A — , | INPUT [ -INPUT
S 41 =3 5 (GND) | (GND)
] B e RO D “* B 3 +OUT | +OUT
3gls l—‘ N 4 NC  [COMMON
T H 4o L L so— 5 -OUT -OUT
o LT 6 | CONTROL|CONTROL
b 5080)
Voltage set point accuracy .......... +2% (max.)
Line regulation .........ccoeeeiiiiiiinins +1% @10%~full load
Load regulation ............coeeeeeenn. +1~+3% @10%~full load
Efficiency ..., 80% (typical)
Short circuit protection ............... continuous, auto-recovery
Over voltage protection ............... clamp@115~150%
Shutdown idle current ................. 20mA
1/0 isolation voltage .................. 1000VDC
1/0 isolation resistance ............... 100MQ( min.) @500VDC
Working temperature .................. -25~+70°C
Storage temperature ................... -40~+85°C
Temp. coefficient .........cccoeeeeiinns +0.03% / °C(0~60°C)
Safety standards ................oece UL60950-1 approved
EMC standards ...........ccoovvinnnnn EN55022 Class B, EN61000-4-2,3,4,6,8
Packing ......oovvvvviiiiiiiiiiii 0.02kg ; 300pcs / 7.0kg / 0.97CUFT
< Single Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (mA)  (mVp-p)
31061 NSD10-12S3 9.8~36 3.3 2500 75
31062 NSD10-12S5 9.8~36 5 2000 75
31063 NSD10-12S9 9.8~36 9 1100 75
31064 NSD10-12S12 9.8~36 12 830 75
31065 NSD10-12S15 9.8~36 15 670 75
31066 NSD10-48S3 22~72 3.3 2500 75
31067 NSD10-48S5 22~72 5) 2000 75
31068 NSD10-48S9 22~72 9 1100 75
31069 NSD10-48S12 22~72 12 830 75
31070 NSD10-48S15 22~72 15 670 75
< Dual Output
Stock No. Model No. Input Output Current R&N
(VDC) (VDC) (mA) (mVp-p)
31071 NSD10-12D5 9.8~36 15 +50~1000 75
31072 NSD10-12D12  9.8~36 +20~420 75
31073 NSD10-12D15  9.8~36 +15 +16~330 75
31074 NSD10-48D5 22~72 15 +50~1000 75
31075 NSD10-48D12  22~72 +12 +20~420 75
31076 NSD10-48D15  22~72 +15 +16~330 75

15W DC-DC Regulated Single and Dual Output

CNUS C € + 4:1 wide input range

1500VDC 1/0 isolation

Protections: Short circuit / Overload /
Over voltage

Built-in EMI filter

Output voltage trimming function

Built-in remote ON/OFF control

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

2"x 1.5"x 0.387"

Unit: mm(inch)
) 50.8(2) \ ' Output
o 27 Pin No. =
i [ ] mmfp—'s Single Dual
“,J — 1 +Vin +Vin
f 2 -Vin -Vin
o = 3 No Pin | No Pin
2 £ B 4 CONTROL |CONTROL|
b =N 5 No Pin | +Vout
es [ag e 6 +Vout [COMMON
- 4 == 7 -Vout -Vout
- ER i 8 TRIM | _TRIM
°8 45.72(1.8) Eg
Voltage set point accuracy .......... +2% (max.)
Line regulation .........ccccvviiiiiinnn. +1% @10%~full load
Load regulation .............cc +1~+3% @10%~full load
Efficiency .....coovvvieiiin 85% (typical)
Short circuit protection ............... continuous, auto-recovery
Over voltage protection ............... clamp@115~150%
Shutdown idle current ................. 20mA
I/0 isolation voltage ................... 1500VDC
I/0 isolation resistance ............... 100MQ( min.) @500VDC
Working temperature .................. -25~+70°C
Storage temperature ... ...-40~+85°C
Temp. coefficient ................ooo. +0.03% / °C(0~50°C)
Safety standards ............cccceeeis UL60950-1 approved
EMC standards ..........cccooeviinnnnns EN55022 Class B, EN61000-4-2,3,4,6,8
Packing .....ooovvviiiiiiiiiie 0.03kg ; 180pcs / 6.4kg / 0.97CUFT
< Single Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (MA)  (mVp-p)
31081 NSD15-1283 9.4~36 3.3 3750 100
31082 NSD15-12S5 9.4~36 & 3000 75
31083 NSD15-12S12 9.4~36 12 1250 75
31084 NSD15-12S15 9.4~36 15 1000 75
31085 NSD15-48S3 18~72 3.3 3750 100
31086 NSD15-48S5 18~72 5 3000 75
31087 NSD15-48S12 18~72 12 1250 75
31088 NSD15-48S15 18~72 15 1000 75
< Dual Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
31091 NSD15-12D5 9.4~36 15 +70~1500 100
31092 NSD15-12D12  9.4~36 +12 +30~620 100
31093 NSD15-12D15  9.4~36 +15 +20~500 100
31094 NSD15-48D5 18~72 15 +70~1500 100
31095 NSD15-48D12  18~72 +12 +30~620 100
31096 NSD15-48D15  18~72 +15 +20~500 100




DC/DC Converter

MW

On Board Type / PCB

12~60W Single Output Non-isolated DC-DC Converter

Non-isolated, fix-frequency at 250kHz
3:1 wide input range for 5~15V output
+2% output voltage accuracy
High efficiency up to 97%

Built-in remote ON/OFF control
Compact size

+ Cooling by free air convection

+ Economical open frame design

+ Protections: Short circuit / Overload /
Over voltage

+ 2 years warranty

NID30

2"x 0.512"x 0.421" 2"x 1.024"x 0.421"

<+ NID30 Series
Mechanism

Pin Configuration

Unit: mm(inch)
10.7(0.421)max
50.8(2.00) 8(0.315) Pin No. Output
1,2,3,4 +Vout
g 5 |soel[] 5,6 com
s El VIEW 7,8 +Vin
o 12345 67891011 —4 9’10 N.C.
L U.LM e ”MJ 5.6(0.22) 1" R.C.
10.2(0.402)| 25.4(1.00) J ‘ 2.55(0.100)
<+ NID60 Series
Mechanism Pin Configuration
Unit: mm(inch)
10.7(0.421)max
) 50.8(2.00) ) 8(0.315)
[ Pin No. Output
1,2,3,4 +Vout
5,6 COM
SIDE 7,8 +Vin
g e 9,10 N.C
f 12345 6789101 it RC
LITTT RN T
_]1.0.64(0.025) _|L13(0.051) |._Jss022)
10.2(0402), 25.4(1.00) J ! 2.55(0.100)
Voltage set point accuracy .......... +2% (max.)
Line regulation ...........ccccciinnn. +0.5%
Load regulation ............ccooe +0.5% @ 10~100% load
Efficiency .....coooooeeii 97% (typical)
Short circuit protection ............... Continuous, auto-recovery
Overload protection .........cc.cooo. 120%~200%, auto-recovery
Over voltage protection ............... Clamp by TVS Diode
Working temperature .................. -25~+65°C (refer to derating curve)
Storage temperature ................... -25~+105°C
Temp. coefficient ..............coeeee +0.03% / °C(0~50°C)
<+ NID30 Series
Stock No. Model No. Input Output R&N Effi
30701 NID30S24-05 20~53V 5V, 0~2.50A 100mV 91%
30702 NID30S24-12  20~53V 12V, 0~2.50A 120mV 96%
30703 NID30S24-15 20~53V 15V, 0~2.00A 150mV 96%
30704 NID30S48-24  30~53V 24V, 0~1.25A 200mV 93%
<+ NID60 Series
Stock No. Model No. Input Output R&N Effi
30711 NID60S24-05 20~53V 5V, 0~4.0A  100mV 90%
30712 NID60S24-12  20~53V 12V, 0~4.0A  120mV 96%
30713 NID60S24-15 20~53V 15V, 0~4.0A  150mV 97%
30714 NID60S48-24  30~53V 24V, 0~2.5A  200mV 95%

5W Single Output DC-DC Converter

+ 2:1 wide input range + Built-in EMI filter, low ripple noise
+ 2000VAC /0 isolation + 100% full load burn-in test
+ Protections: Short circuit / Overload /  + Low cost, high reliability

Over voltage / Over temp. + 2 years warranty

‘\_ 67 V
WL OgE
=F]:
& b=
kil N ot 4
T, | S
75x 40x 20 mm
Line and load regulation ... £1.0% (max.)
Overload protection ......... >105% fold back current limiting, auto-recovery
Over voltage protection .... 115% ~ 135% rated output voltage
Withstand voltage ............ I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC
Working temperature ........ -10°C to +60°C (refer to output derating curve)
Safety standards ............. Meet LVD
EMC standards ................ EN55022 class B, EN61000-4-2,3,4,6,8,
ENV50204
Connection .............ooec 3P, 2P / 3.96mm pitch, Molex 5285-03, 5273-02
Packing .......vvvvvviiiinnnnn. 0.05kg ; 120pcs / 6.25kg / 1.0CUFT
Stock No. Model No. Input Output R&N Effi.
32121 PSD-05-5 36~72V 5V, 0~1.0A 50mV 75%
32122 PSD-05-12 36~72V 12V, 0~0.45A 100mV 78%
32123 PSD-05-24 36~72V 24V, 0~0.22A  150mV 78%
15W Single Output DC-DC Converter
+ 2:1 wide input range + Built-in EMI filter, low ripple noise
+ 2000VAC /0 isolation + 100% full load burn-in test

+ Protections: Short circuit / Overload /  + Low cost, high reliability
Over voltage / Over temp. + 2 years warranty

i
T

otk

49

94x 49x 25 mm

Line and load regulation .... £1.0% (max.)

Overload protection .......... 105%~150% hiccup mode, auto-recovery

Over voltage protection ..... 115%~135% rated output voltage

Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,

ENV50204
Connection ..........occovv. 3P, 2P / 3.96mm pitch, JST B3P/B2P-VH
Packing .......vvvviiiininnnnn. 0.081kg ; 120pcs / 10.72kg
Stock No.  Model No. Input Output R&N Effi.

32111 PSD-15A-5 9.2~18V 5V, 0~3.0A 50mV 74%
32112 PSD-15A-12  9.2~18V 12V, 0~1.25A  100mV 67%
32113 PSD-15A-24  9.2~18V 24V, 0~0.6A  100mV 72%
32114 PSD-15B-5 18~36V 5V, 0~3.0A 50mV 78%
32115 PSD-15B-12  18~36V 12V, 0~1.25A  100mV 78%
32116 PSD-15B-24  18~36V 24V, 0~0.6A  100mV 78%
32117 PSD-15C-5 36~72V 5V, 0~3.0A 50mV 78%
32118 PSD-15C-12  36~72V 12V, 0~1.25A  100mV 78%
32119 PSD-15C-24  36~72V 24V, 0~0.6A  100mV 79%




DC/DC Converter

MW

15~50W Single Output

45W Single Output DC-DC Converter

C€

2:1 wide input range

Protections:Short circuit / Overload /
Over voltage / Reverse
polarity

Cooling by free air convection

Built-in EMI filter, low ripple noise

100% full load burn-in test

Fixed switching frequency at 96kHz

Low cost

2 years warranty

127x 76x 30 mm

DC adjustment range ......... 5V: 4.5~5.5V, 12V: 10.8~13.2V,
24V: 21.6~26.4V
Line and load regulation .... £1% (max.)

Overload protection .......... 105%~160% shut down, re-power on to recover

Over voltage protection ..... 115%~135% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Working temperature .........-10~60°C(refer to output derating curve)

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, EN55024

Packing ......ccoooeviiiiiiiinnnn. 0.019kg ; 72pcs / 15.6kg / 1.35CUFT

Stock No.  Model No. Input Output R&N Effi.

32151 PSD-45A-05 9.2~18V 5V, 0~6.0A  100mV 72%
32152 PSD-45A-12  9.2~18V 12V, 0~2.5A  120mV 75%
32153 PSD-45A-24  9.2~18V 24V, 0~1.25A  150mV 7%
32154 PSD-45B-05  18~36V 5V, 0~9.0A  100mV 7%
32155 PSD-45B-12  18~36V 12V, 0~3.75A  120mV 79%
32156 PSD-45B-24  18~36V 24V, 0~1.875A 150mV 83%
32157 PSD-45C-05  37~72V 5V, 0~9.0A  100mV 79%
32158 PSD-45C-12  37~72V 12V, 0~3.75A  120mV 80%
32159 PSD-45C-24  37~72V 24V, 0~1.875A 150mV 83%

15W Single Output DC-DC Converter

+ 2:1 wide input range

2000VAC 1/0 isolation

Cooling by free air convection

Protections: Short circuit / Over load /
Over voltage

Built-in EMI filter, low ripple noise

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

CASE: 931

78x 51x 28 mm

DC adjustment range ......... 5V: 4.75~5.5V, 12V: 10.8~13.2V,
24V: 21.6~26.4V
Line and load regulation .... £0.5% (max.)

Overload protection .......... 105%~160% hiccup mode, auto-recovery
Over voltage protection ..... 115%~135% rated output voltage
Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ......... 0~40°C@100%, -10°C@80%, 60°C@60% load
Safety standard ................ Meet LVD
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,
ENV50204
Packing ......cccooeiiiiiiiiinnnn. 0.18kg ; 60pcs / 11.8kg
Stock No.  Model No. Input Output R&N Effi.
32011 SD-15A-5 9.2~18V 5V, 0~3.0A  100mV 68%
32012 SD-15A-12 9.2~18V 12V, 0~1.25A  120mV 72%
32013 SD-15A-24 9.2~18V 24V, 0~0.625A 150mV 70%
32014 SD-15B-5 18~36V 5V, 0~3.0A  100mV 76%
32015 SD-15B-12 18~36V 12V, 0~1.25A  120mV 76%
32016 SD-15B-24 18~36V 24V, 0~0.625A 150mV 7%
32017 SD-15C-5 36~72V 5V, 0~3.0A  100mV 75%
32018 SD-15C-12 36~72V 12V, 0~1.25A  120mV 79%
32019 SD-15C-24 36~72V 24V, 0~0.625A 150mV 78%

25W Single Output DC-DC Converter

q3

+ 2:1 wide input range

+ 1500VAC 1/O isolation

+ Protections: Short circuit / Overload /
Over voltage

+ Built-in EMI filter, low ripple noise

+ 100% full load burn-in test

N E-
3 + Low cost, high reliability

CASE: 905 P goxox36 mm « 2 years warranty

DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line and load regulation .... £0.5% (max.)

Overload protection .......... 105%~150% fold back current limiting, auto-recovery

Over voltage protection ..... 115%~165% rated output voltage

Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,

ENV50204
Packing .......oovvvviviiniinnnnn. 0.38kg ; 45pcs / 17.8kg / 0.9CUFT
Stock No.  Model No. Input Output R&N Effi.

32001 SD-25A-5 9.2~18V 5V, 0~5.0A  100mV  71%
32002 SD-25A-12  9.2~18V 12V, 0~2.1A  120mV  72%
32003 SD-25A-24  9.2~18V 24V,0~1.1A  150mV  75%
32004 SD-25B-5 19~36V 5V, 0~5.0A  100mV  72%
32005 SD-25B-12 19~36V 12V, 0~2.1A  120mV ~ 75%
32006 SD-25B-24 19~36V 24V, 0~1.1A  150mV  78%
32007 SD-25C-5 36~72V 5V, 0~5.0A  100mV  74%
32008 SD-25C-12 36~72V 12V, 0~2.1A  120mV ~ 78%
32009 SD-25C-24 36~72V 24V, 0~1.1A  150mV  81%

50W Single Output DC-DC Converter

+ 2:1 wide input range

1500VAC /O isolation

Protections: Short circuit / Over load /
Over voltage

Built-in EMI filter, low ripple noise

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

.

CASE: 901 159x 97x 38 mm * 2 years warranty

DC adjustment range ......... 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line and load regulation .... £0.5% (max.)

Overload protection ........... 105%~150% fold back current limiting, auto-recovery

Over voltage protection ...... 115%~165% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standard ................ Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204

Packing .......ccvvvviiinnnnnnn. 0.53kg ; 24pcs / 12.7kg / 0.75CUFT

Stock No.  Model No. Input Output R&N Effi.

32021 SD-50A-5 9.2~18V 5V, 0~10A 100mV 70%
32022 SD-50A-12 9.2~18V 12V, 0~4.2A  120mV 72%
32023 SD-50A-24 9.2~18V 24V, 0~2.1A  150mV 74%
32024 SD-50B-5 19~36V 5V, 0~10A 100mV 73%
32025 SD-50B-12 19~36V 12V, 0~4.2A  120mV 75%
32026 SD-50B-24 19~36V 24V, 0~2.1A  150mV 80%
32027 SD-50C-5 36~72V 5V, 0~10A 100mV 76%
32028 SD-50C-12 36~72V 12V, 0~4.2A  120mV 78%
32029 SD-50C-24 36~72V 24V, 0~2.1A  150mV 83%




DC/DC Converter 100~350W Enclosed Single Output

100W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC 1/0 isolation

+ Protections: Short circuit / Overload /
Over voltage

+ Built-in EMI filter, low ripple noise

+ 100% full load burn-in test

+ Low cost, high reliability

CASE: 902 199x 98x 38 mm  * 2 years warranty

DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line regulation ................. +0.5% (max.)

Load regulation ................ +0.5% (max.)

Overload protection .......... 105%~135% fold back current limiting, auto-recovery

Over voltage protection ..... 115%~165% rated output voltage

Withstand voltage ............. 1/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV ( D type only )

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204

Packing .....cccooeevriiiiiinnnnn 0.65kg ; 20pcs / 13.8kg / 0.8CUFT

Stock No.  Model No. Input Output R&N Effi.

32041 SD-100B-5 19~36V 5V, 0~20A 100mV 74%
32042 SD-100B-12 19~36V 12V, 0~8.5A  120mV 75%
32043 SD-100B-24 19~36V 24V, 0~4.2A  150mV 78%
32044 SD-100C-5 36~72V 5V, 0~20A 100mV 75%
32045 SD-100C-12 36~72V 12V, 0~8.5A  120mV 7%
32046 SD-100C-24 36~72V 24V, 0~4.2A  150mV 81%
32047 SD-100D-5 72~144V 5V, 0~20A 100mV 76%
32048 SD-100D-12  72~144V 12V, 0~8.5A  120mV 80%
32049 SD-100D-24  72~144V 24V, 0~4.2A  150mV 83%

150W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC 1/0 isolation

+ Protections: Short circuit / Over load /
Over voltage

+ Built-in EMI filter, low ripple noise

+ Cooling by free air convection

* 100% full load burn-in test

! + Low cost, high reliability

CASE: 906 199x 110 50 mm « 2 years warranty
DC adjustment range ........ 12V: 11~16V, 24V: 23~30V
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.)
Overload protection .......... 105%~135% fold back current limiting, auto-recovery
Over voltage protection ..... 130%~165% rated output voltage
Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC
Working temperature ......... -10°C ~ +60°C (refer to output derating curve)
Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV
( D type only)
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing ......ccooovvveviiiiinnenns 0.86kg ; 16pcs / 14.5kg / 0.95CUFT
Stock No.  Model No. Input Output R&N Effi.
32061 SD-150B-12  19~36V 12V, 0~12.5A  120mV 75%
32062 SD-150B-24  19~36V 24V, 0~6.3A  150mV 7%
32063 SD-150C-12  36~72V 12V, 0~12.5A  120mV 7%
32064 SD-150C-24  36~72V 24V, 0~6.3A  150mV 80%
32065 SD-150D-12  72~144V 12V, 0~12.5A  120mV 79%
32066 SD-150D-24  72~144V 24V, 0~6.3A  150mV 82%

200W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC /O isolation

* Protections: Short circuit / Overload /
Over voltage / Over temp.

+ Cooling by free air convection

+ 100% full load burn-in test

+ 2 years warranty

215x 115x 50 mm

CASE: 9128
DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V,
48V: 43~53V

Voltage tolerance.............. +2% (max.)

Overload protection .......... 105%~135% shut off, re-power on to recover

Over voltage protection ..... 110%~167% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Working temperature ......... -20°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV

( D type only )
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing .....coooovviiiiiiiiinnn. 1.1kg ; 12pcs / 14.4kg / 0.92CUFT
Stock No. Model No. Input Output R&N Effi.

32071 SD-200B-5 19~36V 5V, 0~34.0A 100mV  79%
32072 SD-200B-12  19~36V 12V, 0~16.7A 120mV  82%
32073 SD-200B-24  19~36V 24V, 0~8.40A 150mV  85%
32074 SD-200B-48  19~36V 48V, 0~4.20A 200mV  86%
32075 SD-200C-5 36~72V 5V, 0~40.0A 100mV  81%
32076 SD-200C-12  36~72V 12V, 0~16.7A 120mV  84%

S\ 32077 SD-200C-24  36~72V 24V, 0~8.40A 150mV  86%
32078 SD-200C-48  36~72V 48V, 0~4.20A 200mV  86%
32079 SD-200D-5 72~144V 5V, 0~40.0A 100mV  82%
32080 SD-200D-12  72~144V 12V, 0~16.7A 120mV  82%
32081 SD-200D-24  72~144V 24V, 0~8.40A 150mV  84%
32082 SD-200D-48  72~144V 48V, 0~4.20A 200mV  90%

350W Single Output DC-DC Converter

q3

+ 2:1 wide input range

+ 1500VAC /O isolation

* Protections: Short circuit / Over load /
Over voltage / Over temp.

+ Forced air cooling by built-in DC fan

+ 100% full load burn-in test

+ 2 years warranty

CASE: 912A 215x 115x 50 mm

DC adjustment range ..... 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V,

48V: 43~53V
Voltage tolerance .......... +2% (max.)
Overload protection ....... 105%~135% shut off, re-power on to recover
Over voltage protection .. 110%~167% rated output voltage
Withstand voltage .......... I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ...... -20°C ~ +60°C (refer to output derating curve)
Safety standards ........... Meet LVD, EN60950-1 CB approved by TUV
( D type only)
EMC standards .............. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing .......ccciiiiiiinnn. 1.1kg ; 12pcs / 14.4kg / 0.92CUFT
Stock No. Model No. Input Output R&N Effi.
32091 SD-350B-5 19~36V 5V, 0~57.0A  100mV  74%
32092 SD-350B-12 19~36V 12V, 0~27.5A  120mV ~ 80%
32093 SD-350B-24 19~36V 24V, 0~14.6A  150mV  80%
32094 SD-350B-48 19~36V 48V, 0~7.30A  200mV  84%
32095 SD-350C-5 36~72V 5V, 0~60.0A  100mV  76%
32096 SD-350C-12  36~72V 12V, 0~27.5A  120mV ~ 81%
32097 SD-350C-24  36~72V 24V, 0~14.6A  150mV  81%
32098 SD-350C-48  36~72V 48V, 0~7.30A  200mV  82%
32099 SD-350D-5 72~144V 5V, 0~60.0A  100mV  78%
32100 SD-350D-12  72~144V 12V, 0~29.2A  120mV  83%
32101 SD-350D-24  72~144V 24V, 0~146A  150mV  87%
32102 SD-350D-48  72~144V 48V, 0~7.30A  200mV  89%




DC/ DC Converter 500~1000W Enclosed Single Output

500W Single Output DC-DC Converter

CBC E .« 41 '&2:1 DQ input range o
. Protsgions: Short srouit | Overload HRP-75/100/200/450

Over voltage / Over temp./

Input polarit - :
2000VAC 110 eolaton Untors. N 75W/ 100W/

Forced air cooling by built-in DC fan ~ Development 8 ah
with fan speed control function - Rl g

’ Output OK signal

CASE: 912A 215x 115x 50 mm + Built-in remote ON-OFF control
Built-in remote sense function
3 years warranty

.

DC adjustment range ........ 12V: 11~15V, 24V: 23~30V, 48V: 46~60V
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.)
Overload protection .......... 105%~125% constant current limiting, shut off after
5 sec., AC recycle to re-start
Over voltage protection ..... 130%~160% rated output voltage = Universal AC input / Full range
Withstand voltage ............. I/P-O/P: 2kV, I/P-FG: 1.5kV, 1 minute
Isolation resistance ........... 100MQ( min.) @500VDC * Withstand 300VAC surge input for 5 seconds
Working temperature -20°C ~ +60°C (refer to output derating curve)
Safety standards .............. IEC60950-1 CB approved by TUV * Built-in active PFC function, PF > 0.95
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204 ; - ; : -
PACKING «.orvvorreererrereereenn: 1.15kg ; 12pcs / 14.8kg / 0.92CUFT * High efficiency, long life and high reliability
Stock No.  Model No. Input Output R&N Effi. * Working temperature: -30°C~70°C
32141 SD-500L-12 19~72V 12V, 0~40A  150mV 86%
32142 SD-500L-24  19~72V 24V, 0~21A  150mV  88% * Cooling by free air convection (75W/100W/200W)

32143 SD-500L-48  19~72V 48V, 0~10.5A 150mV 89% . ) .
-
39144 SDB00H-A2  79~144V 12V, 0~40A  150mV 87% Forced air cooling by built in DC fan (450W only)

32145  SD-500H-24  72~144V 24V, 0~21A  150mV  89% * Built-in constant current limiting circuit
32146 SD-500H-48  72~144V 48V, 0~10.5A 150mV 90%

1000W Single Output DC-DC Converter

CB c € * 4:1 & 2:1 wide input range

2000VAC 1/0 Isolation * Miniature size, high power density

Protections: Short circuit / Overload /
Over voltage / Over temp.

Forced air cooling by built-in DC fan

High power density 10.7W/inch?

1U low profile 41mm

Output OK signal

* Built-in remote sense function

* 1U low profile design

* Protections: Short circuit / Overload / Over voltage /

Over temperature

.

* No load power consumption <0.5W (HRPG series only)

* 12V /0.25A auxiliary output * Built-in remote ON/OFF control & 5V / 0.3A standby
CASIE: B628 205x 127x 41 mm o Byjilt-in remote ON/OFF control
* Built-in remote sense function (HRPG series only)
+ 3 years warranty
DC adjustment range ........ 12V: 11~15V, 24V: 23~30V, 48V: 46~60V * Built-in DC OK signal (HRPG-450 only)
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.) * DC output models: 3.3V / 5V / 7.5V / 12V
Overload protection .......... 105%~125% constant current limiting, 15V / 24V / 36V / 48V
shut off after 5 sec., AC recycle to re-start
Over voltage protection ..... 101%~167% rated output voltage * Dimension(LxWxH)(mm):
Withstand voltage ............. I/P-O/P: 2kV, I/P-FG: 1.5kV, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC 75W-129x 98x 38
Working temperature ......... -20°C ~ +70°C (refer to output derating curve)
Safety standards .............. IEC60950-1 CB approved by TUV 100W-159x 97x 38
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204 200W—199x 98x% 38
Packing ......ccvvvvviiiinnnnn. 1.95kg ; 6pcs / 12.7kg / 0.99CUFT
Stock No. Model No. Input Output R&N Effi. 450W-218x 105x 41

32131 SD-1000L-12 19~72V 12V, 0~60A  150mV  84%
32132 SD-1000L-24 19~72V 24V, 0~40A  150mV  88%
32133 SD-1000L-48 19~72V 48V, 0~21A  150mV ~ 90%
32134 SD-1000H-12 72~144V 12V, 0~60A  150mV  85%
32135 SD-1000H-24 72~144V 24V, 0~40A  150mV  89%

* 5 years warranty

32136 SD-1000H-48 72~144V 48V, 0~21A 150mV ~ 92% 48hrs delivery—
i , We keep enough stock for 95% of standard models at our
+For DC/DC converters, derating may be needed under low input 2400m2 warehouse. We can arrange prompt delivery within

voltage, please check the specification sheet for details. 48hrs.




DC/AC Inverter

MW

100~2500W Modified Sine Wave

A 100W (Built-in USB)
170mmx 650

A 150W / 230V
165x 94x 69 mm

A 1500W

A 600W 455x 210x 85 mm

210x 173x 65 mm

A 150W / 110V
122x 73x 45 mm

A 300W
165x 88x 74 mm

A 1000W
320x 210x 85 mm

A 2500W
430x 210x 159 mm

M Features

Il Output Socket (option)

» High frequency design * Built-in USB interface and without <Pl It
« Input protections: fan for 100W Zampe ua] © jom ease consu
Reverse polarity / « Built-in charging function for U L4 Mean Well for
Over and under voltage / 600~1500W (option) .
Battery low alarm and shutdown * Input and output fully isolation D D — other .klnds
« Output protections: « Low power consumption (standby) of optional
Short circuit / Overload / Over temp. <« LVD meet EN60950-1 and e13 mark tout ket
« With power ON/OFF switch and LED + EMC meet EN61000-4-2,3, EN55022 TYPE-2 TYPE-3 TYPE-4 output socket.
indicator » 1 year warranty USA EUROPE UNIVERSAL
* Built-in remote ON/OFF control for
1000~2500W (option)
M General Specification (Please refer to www.meanwell.com for detail spec.) €13 C €
Order No. A301 A302
DC input rated voltage 12.5V 25.0V
AC output voltage / Frequency | 110VAC(rms) / 60Hz or 230VAC(rms) / 50Hz
Max. output power 100W, 150W, 300W, 600W, 1000W, 1500W, 2500W
USB output power 5Vdc / 500mA (100W only)
AC output regulation +10% rated output voltage
Bat. low alarm 10+0.5V 20.5+1.0V
Bat. low shut down 9.5+£0.5V 19.5+1.0V
I/P over voltage protection | 15~17V 30~32V
Working temperature 0~30°C (0~25°C for 2500W)
LVD Compliance to EN60950-1
EMC Compliance to EN55014-1, EN61000-3-2,3, EN61000-4-2,4,5,6,11
W 100W >  m1000wW
Order No. Continue Input Output Output Effi. Order No. Conti Input Output Output Effi.
power  VBC  VAC/Hz  socket TN jower.  VBC  VACIHz  socket
A301-100-F3 100W 10-15 230 /50 TYPE-3 90%
A302-100-F3 100W 21-30 230 / 50 TYPE-3 90% A301-1K0-B2 1000W 10-15 110 / 60 TYPE-2 82%
A301-1K0-F3 1000W 10-15 230 /50 TYPE-3 82%
W 150W ’
. . A302-1K0-B2 1000W 21-30 110/ 60 TYPE-2 85%
Order No. Continue Input Output Output Effi.
power VvDC VAC / Hz socket A302-1K0-F3 1000W 21-30 230/ 50 TYPE-3 85%
A301-150-B2 150W 10-15 110 / 60 TYPE-2 78% 1 W
A301-150-F3  150W  10-15  230/50  TYPE-3  78% 1500
A302-150-B2 150W 21-30 110/60  TYPE-2  82% Order No.  Continue Input Output Output Effi.
A302-150-F3 150W 21-30 230 /50 TYPE-3 82% power VvDC VAC | Hz socket
W 300W A301-1K7-B2  1500W 10-15 110/60  TYPE-2  82%
Order No. Continue Input Output Output Effi. A301-1K7-F3 1500W 10-15 2301750 TYPE-3 82%
power vDC VAC/Hz  socket A302-1K7-B2  1500W 21-30 110/60  TYPE-2  85%
A301-300-B2 300W 10-15 110 / 60 TYPE-2 82%
A301-300-F3 300W 10-15 230/ 50 TYPE-3 82% A302-1K7-F3 1500W 21-30 230/50 TYPE-3 85%
A302-300-B2 300W 21-30 110 / 60 TYPE-2 85% W 2500W
A302-300-F3 300W 21-30 230/ 50 TYPE-3 85%
Order No. Continue Input Output Output Effi.
H600W power vDC VAC | Hz socket
Order No. Continue Input Output Output Effi. A301-2K5-B4 2500W 10-15 110/ 60 TYPE-2 82%
power vDC VAC | Hz socket
A301-600-B2 600W 10-15 110 / 60 TYPE-2 82% A301-2K5-F3 2500W 10-15 230/50 TYPE-3 82%
A301-600-F3 600W 10-15 230/50  TYPE-3 ~ 82% A302-2K5-B4  2500W 21-30 110/60  TYPE-2  85%
A302-600-B2 600W 21-30 110/ 60 TYPE-2 85%
A302-600-F3 600W 21-30 230/ 50 TYPE-3 85% A302-2K5-F3 2500W 21-30 230/ 50 TYPE-3 85%




DC/AC Inverter 200~700W True Sine Wave

A TS-200 205x 158x 59 mm A TS-400 205x 158x 67 mm A TS-700 295x 184x 70 mm
Bl Features
* True sine wave Output (THD<3%) . H|gh frequency design
« 2 times high surge power for motor related application * Input protections:
« Advanced digital control by microprocessor Bat. low alarm / Bat. low shutdown / reverse polarity /
 Output voltage / frequency adjustable over voltage

 Output protections:
Short circuit / Overload / Over temperature

» Applications:
Home appliance, power tools, office and portable equipment,
vehicle and yacht...etc.

* High efficiency up to 91%

» Standby saving mode to conserve energy (TS-700)

« Built-in fan ON/OFF control function (TS-400/700)

» Fanless design, cooling by free air convection (TS-200)

« Front panel indicator for load / battery / operation status - 2 years warranty
M General Specification (Please refer to www.meanwell.com for detail spec.) @ F@ C €
Model No. TS-200 TS-400 T8-700
Rated output power(typ.) 200W 400W 700W
Maximum output power gggw ;or 3 minutes; 460W for 3 minutes; 800W for 3 minutes;
or 10 sec. 600W for 10 sec. 1050W for 10 sec.
Output surge rating (30 cycles.) | 400W 800W 1400W
DC input rated voltage 12VDC, 24VDC or 48VDC
AC output voltage 100 /110 / 115/ 120VAC; 200 / 220 / 230 / 240VAC selectable by setting button
Output frequency 50Hz / 60Hz selectable by setting button
AC output waveform True sine wave, THD<3.0%
AC output regulation +3% of rated output voltage
No load dissipation | - < 6W @ standby saving mode
Working temperature -10 ~ +40°C @ 100% load, 60°C @ 50% load 0 ~ +40°C @ 100% load, 60°C @ 50% load
110V design refer to UL458
Safety standards 230V Compliance to EN60950-1
110V Compliance to FCC class A
EWC standards 230V Compliance to EN55022 class A, E-Mark, EN61000-4-2,3,8, ENV50204

H200W H700W
Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output Effi.
power vDC VAC | Hz socket power vDC VAC / Hz socket
78-200-112[A] 200w 10.5-15  110/60  TYPE-A  84% TS-700-112(A] 700W 10515  110/60  TYPE-A  86%
TS'2°°'124 200w 21.0-30 110760 TYPE-A — 86% 75-700-124[A] 700W 21030  110/60 TYPE-A  88%
TS-200-148(A 200W 42.0-60 110 / 60 TYPE-A  88% 7S-700-148A 700W 42.0-60 110/ 60 TYPE-A  89%
TS-200-212(B] 200W 10.5-15  230/50 TYPE-B 85%
T5-200-224[B]  200W  21.0-30  230/50 TYPE-B  87% TS-700-2128  700W 1055 230/50  TYPE-B 8%
TS-200-248[B]  200W  42.060  230/50  TYPE-B  90% USTIOZA T 200D Z00E0 TWPEE SR
O= A, B (standard models), C, D, E or F (optional models) T8-700-248[B 700W 42.0-60 230/50  TYPE-B  91%
O= A, B (standard models), C, D, E or F (optional models)
W 400W .
~—»w AC Output Receptacles (option)
Model No. Continue Input Output Output  Effi.
power VDC VAC | Hz socket TYPE-A TYPE-B TYPE-C TYPE-D TYPE-E TYPE-F
TS-400-112[A] 400W 10.5-15 110/ 60 TYPE-A  84%
TS-400-124[A] 400W 21.0-30 110/ 60 TYPE-A  86% - 0 %
TS-400-148[A] 400W 42.0-60 110/60  TYPE-A  88% [
TS-400-212(B] 400W 10.5-15 230 /50 TYPE-B  85%
T5-400-224[B] 400W  21.0-30  230/50 TYPE-B  87% Frew | fosmare | U L
- - - - 0,

15400:248 Bl UYL N 2By I LS A Please consult Mean Well for other kinds of optional output socket.

O= A, B (standard models), C, D, E or F (optional models)




DC/AC Inverter  1000-3000w True sine wave

Under
Development

A TS-1000 345x 184x 70 mm A TS-1500 420x 220x 88 mm A TS-3000 474x 283x 98 mm
Bl Features
* True sine wave output (THD<3%) « Input protections:
* 2 times high surge power for motor related application Bat. low alarm / Bat. low shutdown / reverse polarity /
« Advanced digital control by microprocessor over voltage
« High efficiency up to 93% « Output protections:
« Standby saving mode to conserve energy Short circuit / Overload / Over temperature
* Built-in fan ON/OFF control function * Applications:
» Output voltage / frequency adjustable Home appliance, power tools, office and portable equipment, vehicle
« Front panel indicator for load / battery / operation status and yacht...etc.
« High frequency design * 2 years warranty
M General Specification (Please refer to www.meanwell.com for detail spec.) "@“s @ F@ c €(3000W pending)
Model No. 75-1000 TS-1500 T5-3000
Rated output power(typ.) 1000W 1500W 3000W
Maximum output power 1150W for 3 minutes; 1500W for 10 sec. 1725W for 3 minutes ; 2250W for 10 sec. | 3450W for 3 minutes ; 4500W for 10 sec.
Output surge rating (30 cycles.) | 2000W 3000W 6000W
DC input rated voltage 12VDC, 24VDC or 48VDC
AC output voltage 100 /110 / 115/ 120VAC or 200 / 220 / 230 / 240VAC selectable by setting button
AC waveform True sine wave, THD<3.0%
AC regulation +3% of rated output voltage
No load dissipation < 6W @ standby saving mode ’ <18W @ standby saving mode ’ <7W @ standby saving mode
Working temperature 0 ~ +40°C @ 100% load, 60°C @ 50% load

110V Compliance to UL458 (except for 48V and only for GFCI receptacle)
230V Compliance to EN60950-1
110V Compliance to FCC class A

Safety standards

EMC standards 230V | Compliance to EN55022 class A, E-Mark, EN61000-4-2,3,8, ENV50204
H1000W W 3000W
Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output Effi.
power vDC VAC | Hz socket power vDC VAC | Hz socket
TS-1000-112[A] 1000W 10.5-15 110/ 60 TYPE-A  88% TS-3000-112(A] 2700W 10.5-15 110/ 60 TYPE-A  87%
TS-1000-124[A] 1000W 21.0-30 110/ 60 TYPE-A  89% TS-3000-124[A] 3000W 21.0-30 110/ 60 TYPE-A  89%
TS-1000-148[A] 1000W 42.0-60 110/ 60 TYPE-A  90% TS-3000-148[A] 3000W 42.0-60 110/ 60 TYPE-A  90%
TS-1000-212[B] 1000W 10.5-15 230/50 TYPE-B 90% TS-3000-212[Bl 3000W 10.5-15 230/50 TYPE-B  88%
TS-1000-224 [B] 1000W 21.0-30 230/50  TYPE-B 91% TS-3000-224[B] 3000W 21.0-30 230/50 TYPE-B  90%
TS-1000-248(B] 1000W 42.0-60 230/50 TYPE-B 92% TS-3000-248(B] 3000W 42.0-60 230/50 TYPE-B 93%
O= A, B (standard models), C, D, E or F (optional models) O= A, B (standard models), C, D, E or F (optional models)
H1500W ~—» AC Output Receptacles (option)
Model No. Continue Input Output Output Effi. TYPE-A TYPE-B TYPE-C TYPE-D TYPE-E TYPE-F
power vDC VAC | Hz socket
TS-1500-112[A] 1500W 10.5-15 110/ 60 TYPE-A  87% C ¢ O %

TS-1500-124[A] 1500W 21.0-30 110 / 60 TYPE-A  89%
TS-1500-148[A] 1500W 42.0-60 110 / 60 TYPE-A  90%
TS-1500-212[B] 1500W 10.5-15 230/50 TYPE-B 88%
TS-1500-224[B] 1500W  21.0-30  230/50 TYPE-B  90% Europe  Australia
TS-1500-248(B] 1500W 42.0-60 230/50 TYPE-B  91% A Please consult Mean Well for other kinds of optional output socket.
O= A, B (standard models), C, D, E or F (optional models)

i
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MEAN WELL

DC/ AC Inverter 1500-3000w True sine Wave Solar Inverter

A TN-3000
474x 283x 98 mm

A TN-1500
420x 220x 88 mm

[l Features

* True sine wave output (THD<3%)

« 2 times high surge power for motor related application
« Advanced digital control by microprocessor

« High efficiency up to 93%

« Standby saving mode to conserve energy

* Built-in fan ON/OFF control function

» Output voltage / frequency adjustable

« Front panel indicator for load / battery / operation status
« High frequency design

« Selectable UPS and energy saving mode

» AC by pass, built-in AC and solar charger

« Fast transfer time under 10ms

« Solar input current up to 30A max.
* Input protections:
Bat. low alarm / Bat. low shutdown / reverse polarity /
over voltage
+ Output protections:
Short circuit / Overload / Over temperature / AC circuit breaker
« Optional monitoring software
« Applications:
Home appliance, power tools, office and portable equipment, vehicle
and yacht...etc.
* 2 years warranty

G@US @ F@ c €(3000W pending)

Bl General Specification (Please refer to www.meanwell.com for detail spec.)

Model No. TN-1500 TN-3000

Rated output power(typ.) 1500W 3000W

Maximum output power 1725W for 3 minutes ; 2250W for 10 seconds 3450W for 3 minutes ; 4500W for 10 seconds
Output surge rating (30 cycles.) | 3000W 6000W

12VDC, 24VDC or 48VDC
100 / 110 / 115/ 120VAC or 200 / 220 / 230 / 240VAC selectable by setting button

DC input rated voltage
AC output voltage

AC waveform

True sine wave, THD<3.0%

AC regulation

+3% of rated output voltage

No load dissipation

<18W @ standby saving mode ‘ <7W @ standby saving mode

Transfer time

<10ms inverter mode «—— by pass mode

Working temperature

0 ~ +40°C @ 100% load, 60°C @ 50% load

110V Compliance to UL458 (except for 48V and only for GFCI receptacle)
Safety standards :
230V Compliance to EN60950-1
EMC dard 110V Compliance to FCC class A
standards 230V Compliance to EN55022 class B, E-Mark, EN61000-4-2,3,4,5,6,8,11, ENV50204

B 1500W (Inverter with AC & Solar Charger)

Il 3000W (Inverter with AC & Solar Charger)

Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output  Effi.
power vDC VAC | Hz socket power vDC VAC | Hz socket

TN-1500-112[A] 1500W 10.5-15 110/60  TYPE-A 87% TN-3000-112[A] 2700W 10.5-15 110/60  TYPE-A 87%
TN-1500-124[A] 1500W  21.0-30 110/60  TYPE-A 89% TN-3000-124/[A] 3000W 21.0-30 110/60  TYPE-A 89%
TN-1500-148[A] 1500W  42.0-60 110/60  TYPE-A  90% TN-3000-148[A] 3000W  42.0-60 110/60  TYPE-A  90%
TN-1500-212[B] 1500W 10.5-15 230/50 TYPE-B 88% TN-3000-212(B] 2700W 10.5-15  230/50  TYPE-B 88%
TN-1500-224 [B] 1500W  21.0-30 230/50  TYPE-B  90% TN-3000-224 B] 3000W 21.0-30 230/50  TYPE-B 90%
TN-1500-248(B] 1500W  42.0-60 230/50 TYPE-B 91% TN-3000-248(B] 3000W  42.0-60 230/50  TYPE-B 93%

O= A, B (standard models), C, D, E or F (optional models)

OIN 150 9001,

We are a TQM (Total Quality Management) company
and ISO-9001 certified since 1994.

Products —
- One Stop Shopping

>
=]

O= A, B (standard models), C, D, E or F (optional models)

- Total Solution
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Accessories

W DIN Rail Accessories

2-F4x6 18O

ITEM Order No. Case Model ITEM Order No. Case Model
DRL-01 903  S-40, D-30, T-30, ..... . DRP-02 905/ 915  $-15,8-25, .../ SP-100, ...
) 905  S-15, 8-25, ..... £ ~S; 916 /920  SP-150, SP-200, ../ SP-75, ...
| 931  RS-25, NES-15 4 928 USP-225, ....
932  RS-35, NES-25
= DRP-03 DRP-01  All models
DRL-02 901  S-50, S-60, D-60, ..... = DRL.01-03
- 902  S-100, S-100F, SD-100, .... Y
" 906  S-150, SD-150, D-120, .....
' 915 SP-100, ..... MHS012 912,915  $-201, S-320,
916  SP-150, SP-200, ..... 916, 935  $-350, SP-100,
920  SP-75, ... = 939,940  SP-150, SP-200,SP-320,
= SE-1000, MP450/650/1000
oy, DRL-03 911 S-240, .....
. 912 $-320, SP-320, ... g MHS013 919 PSP-500, SP-750,
s 926 SE-600
MHS014 952 RSP-1000, SD-1000
DRP-01 901  All models %
902 -
903 & MHS025 910 SP-500, PSP-600.....
906 L
911 o
ggf . MHS026 943 RSP-1500
932




General Information

m Most of our standard products are available and in stock through our global authorized distributors. Please
contact your local distributor for prompt service. Please let us know if you are unable to find Mean Well's
distributor information in your local area.

m Written quotations are valid for 60 days from the date quoted unless otherwise specified. Customers are
responsible for all banking related charges outside of Taiwan.

m Orders must be placed to Mean Well by mail, e-mail, or fax. Please do not place your order by phone. For
international business, Mean Well will provide order confirmations with scheduled delivery dates. If you fail to
receive an order confirmation within 2 working days, please reconfirm your order.

= Minimum order amounts per shipment are determined by our local distributor's stock capability. Please contact
our sales representative for details.

m We encourage customers to place long-term orders. However, order cancellations or reschedules must be made
45 days prior to the scheduled shipping date.

m For our standard products, Mean Well usually keeps around 2-8 weeks safety stock (based on the past 3 months
sales record) for prompt delivery of small / medium quantity orders. For large quantity or new product orders,
3-5 weeks lead-time is needed.

m All returned goods must have a RMA (return material authorization) number marked on each carton. Contact
Mean Well for a RMA number. All goods must be shipped as "freight prepaid" unless confirmed by our sales
representatives.

m Products found to be defective within 30 days from the date of receipt can be returned for credit or exchange.
After the initial 30 days, Mean Well will repair the goods according to our warranty period. Contact Mean Well for
further information on credit or a RMA number. Goods should be shipped as "freight prepaid" to Mean Well and
Mean Well will repair and return the defective units (freight prepaid) within 7 working days. If the warranty period
has expired, a repair charge (20% of original purchase price or min. USD 5.00/pc) will be charged.

m If customers do the repair by themselves, Mean Well can provide reasonable quantity of free components for
repair purpose.

m We make every effort to ensure the accuracy of information in the catalog. If there is any discrepancy between
the data presented in our catalog and the SPEC, the SPEC sheets should take precedence (please refer to
www.meanwell.com for the latest SPEC information). We cannot take any responsibility of any consequence
arising due to error or change in specification. We suggest customers conduct a sample test for evaluation and
approval before placing a formal order.

m For continuing product improvement, Mean Well reserves the right to revise any information in this catalog
without further notification.

The EMC directive applies to component power supplies

m Mean Well ensures that all of the power supplies with CE declaration are designed to meet EMC directives and
are verified by an independent certified lab agent with a test report prepared. However, there are 2 categories
for power supplies: One is a stand-alone power supply, such as laboratory power supplies which can be tested
under EMC individually. The other category is a component power supply such as an enclosed power supply and
open PCB power supply. These power supplies are considered a component which will be installed into a final
equipment. Since EMC performance is affected by the final installation of a product, Mean Well cannot guarantee
that the final equipment will meet EMC directives. Final product manufacturers must re-confirm that their product
meets EMC directives.

RoHS Announcement

m To minimize the environmental impact and take more responsibility to the earth we live, MEAN WELL applies
manufacturing that complies with Directive 2002/95/EC of the European Parliament - RoHS (Restriction of
Hazardous Substances) since Sep. 2005. Please refer to the declaration on our web site and compliance product
list in page 5 for more detail information.






